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and 583.12, including, but not limited
to, calculations of content, certificates
from suppliers, and relevant contracts
with manufacturers and suppliers. The
records shall be maintained for six
years after December 31 of the calendar
year set forth in the date of each cer-
tificate.

§ 583.17 Reporting.
For each model year, manufacturers

shall submit to the Administrator 3
copies of the information required by
§ 583.5(a) to be placed on a label for
each carline. The information for each
carline shall be submitted not later
than the date the first vehicle of the
carline is offered for sale to the ulti-
mate purchaser.

PART 585—AUTOMATIC RESTRAINT
PHASE-IN REPORTING REQUIRE-
MENTS
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AUTHORITY: 15 U.S.C. 1392, 1401, 1407; dele-
gation of authority at 49 CFR 1.50.

§ 585.1 Scope.
This part establishes requirements

for manufacturers of passenger cars to
submit reports, and to maintain
records related to the reports, con-
cerning the number of cars equipped
with inflatable restraint systems in
compliance with the requirement of
S4.1.5.2 of Standard No. 208, Occupant
Crash Protection (49 CFR 571.208). This
part also establishes requirements for
manufacturers of trucks, buses, and
multipurpose passenger vehicles with a
gross vehicle weight rating (GVWR) of
8,500 pounds or less and an unloaded ve-
hicle weight of 5,500 pounds or less to
submit reports, and to maintain
records related to the reports, con-
cerning the number of such vehicles
equipped with automatic crash protec-
tion in compliance with the require-
ments of S4.2.5 of Standard No. 208 and
the number of such vehicles equipped

with inflatable restraint systems in
compliance with the requirement of
S4.2.6.1 of Standard No. 208.

[58 FR 46566, Sept. 2, 1993]

§ 585.2 Purpose.
The purpose of these reporting re-

quirements is to aid the National High-
way Traffic Safety Administration in
determining whether a vehicle manu-
facturer has complied with the require-
ments of Standard No. 208, Occupant
Crash Protection (49 CFR 571.208) to in-
stall automatic crash protection in
specified percentages of the manufac-
turer’s annual production and to in-
stall an inflatable restraint system
that provides automatic crash protec-
tion in a specified percentage of the
manufacturer’s annual production.

[58 FR 46566, Sept. 2, 1993]

§ 585.3 Applicability.
This part applies to manufacturers of

passenger cars and to manufacturers of
trucks, buses, and multipurpose pas-
senger vehicles with a GVWR of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less.

[58 FR 46566, Sept. 2, 1993]

§ 585.4 Definitions.
(a) All terms defined in section 102 of

the National Traffic and Motor Vehicle
Safety Act (15 U.S.C. 1391) are used in
their statutory meaning.

(b) Bus, gross vehicle weight rating or
GVWR, multipurpose passenger vehicle,
truck, and unloaded vehicle weight are
used as defined in § 571.3 of this chap-
ter.

(c) Production year means the 12-
month period between September 1 of
the prior year and August 31 of the
year in question, inclusive.

[56 FR 12486, Mar. 26, 1991]

§ 585.5 Reporting requirements.
(a) General reporting requirements—

Passenger cars. Within 60 days after the
end of the production year ending Au-
gust 31, 1997, each manufacturer that
manufactured any passenger cars for
sale in the United States shall submit
a report to the National Highway Traf-
fic Safety Administration concerning
its compliance with the requirement of
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